Modular Furniture Finish Requirements for Navy ERP

Panel Fabric
The fabric used on the panels must meet or exceed the following requirements:

· Weight: 12.4 ± 1.0oz./lin.yd.

· Breaking Strength (ASTM D 5034): 240 lbs. min.- warp, 100 lbs. min. – fill

· Tear (ASTM D 2261): 25 lbs. min. – warp and fill

· Moisture regain (ASTM D 2654): 1.0% max.

· Colorfastness to Light (AATCC 16 Option 3): 40 hrs.

· Colorfastness to Crocking (AATCC 8): Class 4 min. –dry, class 4 min. – wet

· ASTM E-84: class 1 or A

The style and fabric provided should be as close as possible to:

· Manufacturer: Guilford of Maine

· Style: Zirconia 3583

· Color: Moonstone 022

Fabric for Overhead Storage/Flipper Doors

The fabric used on the overhead storage/flipper doors should meet or exceed the following requirements:

· Weight: 15.0 ± 1.0oz./lin.yd.

· Breaking Strength (ASTM D 5034): 275 lbs. min.- warp and fill
· Tear (ASTM D 2261): 35 lbs. min. – warp and fill

· Moisture regain (ASTM D 2654): 1.0% max.

· Colorfastness to Light (AATCC 16 Option 3): 40 hrs.

· Colorfastness to Crocking (AATCC 8): Class 4 min. –dry, class 4 min. – wet

· ASTM E-84: class 1 or A

The style and fabric provided should be as close as possible to:

· Manufacturer: Guilford of Maine

· Style: Anchorage 2335

· Color: Moonstone 2027

Worksurface

Worksurface should be a horizontal grade, chemical resistant, woodgrain laminate that matches as close as possible to Nevamar Champagne Sagawood WM8349T
Trim
The trim used for the cubical panels should be smooth and match as closely as possible to Haworth Gray Tone TR-G.
